
J5

INCLINATION
MOTOR

(ACTUATOR)

MAST @ 90°
PROX. SWITCH

B

E

D

F

A

C

INTERNAL

MAST

NIGHT

BASE

VENT
VALVE

MATING CONNECTOR
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OR EQUIVALENT

SCAN 

20 GA WHT

18 GA BLK
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18 GA GRN

18 GA GRY

18 GA BRN

18 GA BLU
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SEE TABLE 1 FOR
CONTROLLER
WIRING OPTIONS
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RIGHT

EARTH/CHASSIS
GROUND CONNECTION

(WHITE)

(COLORCODE GREEN)

WILL-BURT 913314  6 COND.
CABLE OR EQUIVALENT

FOR AC POWER:
  OVERLOAD GFI
  PROTECTED 115/230 VAC

FOR DC POWER:
  OVERLOAD PROTECTED
  12/24 VDC

LIGHT POWER

POWER IN
LIGHT POWER
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+
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+
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MAST DOWN
( MAG SWITCH)

     BLUE, Pin D: N or L2 or  -DC
ORANGE, Pin F: L or L1 or +DC

   BLACK, Pin C: N or L2 or  -DC
       RED, Pin A: L or L1 or +DC
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BLK BLK
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COLOR CODE
BLU/YEL AND BLU WIRES
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4239201-CE
NS3.0/4.5 ENH.

BASE CE
VERSION

AS VIEWED FROM
CONNECTOR J5

SIDE

J4

J1

FORCED STOW
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-lb

s.

GROUND BAR

( 230V COMP. ONLY )

.


DJB

JN

BY/APPVL

DJB/JDN

DJB/JDN

DJB/JDN

DJB/JDN

DJB/JA

      NOTES

1     SYSTEMS USING 115VAC COMPRESSOR WITH
230VAC LIGHTS REQUIRE A NEUTRAL FROM THE
EXTERNAL POWER SOURCE. THIS IS ACHIEVED BY
CONNECTING (B) WHITE WIRE TO SYSTEM
NEUTRAL, AND COLOR CODING INTERNAL
GREEN/YELLOW (B) WHITE AND CONNECT TO
COMPRESSOR RELAY.

2   FOR SYSTEMS WITHOUT 115VAC COMPRESSOR,
COLOR CODE WHITE WIRE (B) GREEN AND
CONNECT TO EARTH/CHASSIS GROUND.



14GA

+-

AUX. DATA POWER

LEFT+

-
TILT

MOTOR

MOTOR
TILT

-

+ RIGHT

PAN+

- MOTOR

TB3

14GA GRN/YEL

TO LEFT
LIGHTS

(not used on
Profiler models)

LEFT LIGHT
POWER IN

TO RIGHT
LIGHTS

RIGHT LIGHT
POWER IN

TB1TB2

RCP

| 1
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|

| 1
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|

| 1
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|

 | 
11

 |

"| X |" DENOTES WIRE LABEL

18GA RED

18GA BLK

18GA RED

18GA BLK

18GA RED

18GA BLK

10GA BLK

10GA BLK

14GA GRN/YEL

10GA BLK

10GA BLK

14GA GRN/YEL

COLOR CODE WIRES 3, 4, AND 7, 8
WHITE IN 110 VAC MODELS

(not used
on Profiler
models)

OPTIONAL D-TEC II

D

C B

A

TO MAST

(+V, Pin F, Power In)

(-V,  Pin D, Power In)

(-V, Pin C, Power In)

(+V, Pin A, Power In)

POINTER SET TO
HOME POSITION
3 PLACES

POINTERS ON THE TIMING RINGS MUST
BE SET TO THE HOME POSITION

14GA GRN/YEL
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B
LK

R
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D

+

OPTIONAL STROBE
AND 204001 CAPACITOR

OPTIONAL CAMERA
AND

ISOLATION RELAY

RELAY COIL AND
CAMERA VOLTAGE
MUST MATCH SYSTEM
VOLTAGE

87

30

8685

-+
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BLK
RED

VIO | 7 |
VIO | 8 |

ORG | 9 |
ORG | 10 || 3 | GRY

| 4 | GRY
| 5 | PNK
| 6 | PNK

| 1 | | 2 | 

912760-CE
NS3.0/4.5 RCP

BOARD CE VERSION

+- +-

14GA GRN/YEL

7 in-lbs. 7 in-lbs.

20 in-lbs.20 in-lbs.

TB4

TB4

B
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B
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B
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B
LK

S1

2.26 N-m

0.8 N-m0.8 N-m

2.26 N-m
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DJB/JDN

DJB/JDN
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DJB/JA


